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PITCHED CHANNEL
C°RRI'(5|5TP32'E°'NG A B HEIGHT MODEL NUMBER
24" 26" 41/2" 13/16" 171287
30" 32" 41/2" 13/16" 171288
36" 38" 41/2" 13/16" 171291
42" 44" 412" | 13/16" 171292
48!1 50:! 4 1/2" 1 3/1 6" 1 71 295
60" 62" 41/2" 13/16" 171296

| Care & Maintenance

The pitched channels are made of 304L stainless steel. This material is non-porous, hygienic, rust-free and
extremely durable. Bar Keepers Friend® and Soft Scrub® are commonly available products that can be used to
protect and clean your Satin Stainless drain cover. For stains that have been left for an excessive amount of time,
stronger cleaning agents such as Compound 302® may be needed. DO NOT use any abrasive cleaners, scrub pads
or allow household cleaning agents, such as bleach, to sit on the drain cover for a long period of time. Stainless
steel does not rust. External factors, suc as contamination from other highly ferrous metals, built up road salt, sea
salt, or chlorine may have caused "surface” rust which can be removed using Barkeepers Friend®, Soft Scrub® with
Bleach, or Compound 302® . Always follow the directions on the bottle. Follow proper maintenance procedures to
prevent excessive surface rust. In areas of frequent exposure to salt, chlorine, and other chemical compounds,
maintenance of the stainless grates should be performed at least 2-3 times per year.
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