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Traditional Shower Drain

Installation (C) Center Drain
TD15 Shown- Standard Waterproofing

Tile backer
board———|

Thinset

Waterproofing
membrane

Mortar bed

Mortar bed

Finished Grate Waterproofing

Drain body ' Clamp Down membrane

) floor drain
Rubber coupling (included in SKU)




Linear Drains

Slope the floor in one
direction fowards the drain

Use large format tile, stone
slab or solid surface material

Create a barrier-free or
curbless shower

Drain is now a design
element




How Do | Choose®@¢

Which one do | like?¢
Which one do | need?
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Traditional Waterproofing

PVC Vinyl

W«\w

Rubber Liner (Chloraloy™)




Site Sizable
Linear Drain Systems

Modify length of grate and channel
on-site to exact specifications

Place outlet anywhere along
channel run

Channel in Stainless Steel or PVC
Neutral pitch channel

Components can be combined for
form any length.




Site Sizeable

Clamping Flange — PVC Channel, Against the Wall

Double layer %
Backer Board P

Thinset——— 1L |

Waterproofing
membrane ]

el 1

=

Waterproofing
"' membrane

Finished grate

Mortar bed

. Ub

End Cap Waste pipe




Site Sizeable

Clamping Flange - All Stainless Channel, Against the Wall

Double layer
Backer Board EEY

Thinset——mM8 |

Waterproofing

membrcme\

Finished grate

- T =
Connector ‘,ﬁ — L= Mortar bed
\‘Q:p !__ A I Waterproofing membrane
- \o/

Mortar bed

Channel

4 : Clamp Down
Clamps ‘ ] floor drain Sub-floor

Waste pipe | Rubber coupling




IXxed Length
near Drain Systems

» Fixed Length grate and channel

« Set center outlet location

* Pre-pitched channel

« Stainless steel grate and channel

« Challenges in perfect wall-to-

wall installation

« Custom sizing available




Fixed Length

Clamping Flange - Straight Edge Channel, Zero-Threshold

Tile Backer
Board

Thinset——— |

Waterproofing
membrane —-_|

Finished

rate
g \

Channel

Waste pipe

Mortar bed

Waterproofing
membrane

Mortar bed
Sub-floor

Clamp Down
floor drain




Modern Waterproofing

No-Hub Connection with Coupling

Liquid Membrane Fabric Sheet
* Laticrete Hydro Ban, Red Guard Schluter Kerdi System, Nobel
« Paint-on or roll onto the substrate Adheres to substrate with thinset

» Allows for direct tile application— Allows for direct tile application—
huge floor height savings. huge floor height savings.




Fixed Length

Direct Connect - Flanged Channel, Against the Wall

Tile backer
board

Liquid membrane —

W

N\

Thinse’r\

Finished grate

Channel Liquid membrane

Mortar bed
Sub-floor
Hose clamps

Rubber coupling

Waste pipe







Recommended Drain Placement




Recommended Drain Placement




Recommended Drain Placement



Recommended Drain Placement
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Qutdoor Installations




Storm Drainage &
Landscape
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